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IMPORTANT
TURN OFF THE POWER AT THE MAIN FUSE 

OR CIRCUIT BREAKER BOX
BEFORE STARTING INSTALLATION
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Socket 
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Glass Shade
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(not included)

	 Carefully unpack and identify all 
	 parts before assembly. Bulbs are 
	 not included.

1.	 Slip center column through fixture 	 	
	 wires.  Then fasten center column by 	 	
	 screwing into top of socket assembly. 

2.	 Install finial by screwing onto bottom 	
	 of frame. 

3.	 Install bulbs (not included).  See 	 	
	 relamping label located near socket 	 	
	 area for type and maximum allowed 	 	
	 wattage. 
      
4.	 Follow enclosed “Chain Suspended 
	 Fixture Installation Instructions” 	 	
	 for electrical and fixture installation 	 	
	 onto ceiling outlet box.

5.	 A. Hang arms onto hooks.  Note 	 	
	 correct position of arms from left 	 	
	 diagram. 
    	 B. Gently place glass shade onto ring 	
	 which is located at frame. 
    	 C. While securely holding onto the 	 	
	 frame, hook bottom of arms securely 	 	
	 onto frame curls.  NOTE:  Make 	 	
	 certain arms are positioned firmly 	 	
	 tucked inside of curls.


